
Heavy-duty diesel boom lift 
delivering serious height, long 
outreach and strong capacity for 
complex, high-level construction 
projects.

[ BENEFITS ]

•	 Performance and productivity
•	 Very good working envelope
•	 Vertical arm rise - Basket remains parallel 

to wall
•	 Outstanding RT capabilities basket load 

capacity 250 kg
•	 Dual load 250-350 kg (option)
•	 Safety and comfort
•	 Quick, proportional and simultaneous 

movements
•	 Activ’ Lighting System safe load
•	 Haulotte Activ’ Shield Bar
•	 Maximized total cost of ownership
•	 Haulotte Activ’ Screen on board diagnostic 

tool
•	 Haulotte stop emission system which 

automatically turns off and on the engine
•	 Easy access to all components
•	 Large modular basket quick and easy to 

repair
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26.40M250KG 17.50M



KEEPING SCOTLAND SAFE AT HEIGHT

[ STANDARD FEATURES ]

•	 4 wheel drive, 4 wheel steer
•	 Front oscillating axle
•	 Automatic differential wheel lock
•	 250 kg / 550 lbs (2 persons) load capacity 

unrestricted working envelop
•	 Activ’ Lighting System, Safe load
•	 4 simultaneous movements
•	 Activ’ Screen: embedded diagnostic system 

on lower control box, with
•	 color screen
•	 Stop Emission System : automatic engine 

stop system
•	 Large modular Haulotte basket 2.44 m x 

0.91m
•	 Drop bar entry gate
•	 Upper control box cover
•	 Tool tray
•	 Swing out engine tray
•	 Low fuel level indicator (upper control box), 

fuel gauge (lower control box).
•	 AC power to platform (110 / 230V)
•	 Engine pre-heater with light indicator
•	 12V battery / electrical control system
•	 Activ’ Shield Bar 2.0 (standard only for 

Europe, North and South
•	 America)
•	 Electric pump system and emergency 

descent
•	 Sound and light alarm for tilt and load
•	 Travel alarm
•	 Rotating beacon
•	 Universal telematics plug

[ OPTIONS AND ACCESSORIES ]

•	 Dual load capacity 250 / 350 kg (restricted)
•	 Lateral swing door entry gate
•	 Hydraulic generator 3.5 kW or 6.5 kW
•	 Power to platform (female plug in the 

basket)
•	 Air-line to platform
•	 Glazier pack
•	 Pipe cradle pack
•	 Working light
•	 Biodegradable hydraulic oil
•	 Cold weather kit -20° / Arctic weather kit 

-25°C
•	 Hydraulic oil cooler
•	 Non marking tires
•	 Battery circuit breaker

[ TECHNICAL DATA ]

WORKING HEIGHT 26.40 m

PLATFORM HEIGHT 24.40 m

HORIZONTAL OUTREACH 17.50 m

UP AND OVER CLEARANCE 9.30 m

LIFT CAPACITY 250 kg

A LENGTH  - STOWED 11.80 m

B WIDTH 2.48 m

C HEIGHT - STOWED 2.97 m

D WHEELBASE 2.80 m

F X G PLATFORM SIZE 2.44 x 0.91 m

H LENGTH - TRANSPORT 9.40 m

J HEIGHT - TRANSPORT 2.98 m

GROUND CLEARANCE 48 cm

VERTICAL JIB ROTATION 133° (-65°/+68°)

PLATFORM ROTATION 180 °

TURNTABLE ROTATION 360° continuous

TAILSWING 0.76 m

TURNING RADIUS - OUTSIDE 4.35 m

TILT 4 °

DRIVE SPEED 5 km/h

GRADEABILITY 45 %

TYRES - SOLID ROUGH TERRAIN 385/65-22,5

POWER SOURCE
Kubota Tier 3 - 36.5 
kW - variable speed

WEIGHT 15 500 kg
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